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LOA

BEAM

DRAFT

HULL
WEIGHT

PERSONS

MAX
ENGINES

REC.ENGINE

MAXLOAD

TRANSOM

DEADRISE

FUELTANK

Model TS
8200

8.2M

2.5M

0.45M

1540KG

12

1300HP

FROM200HP

1800KG

ULTYPE

22degree

210L

Model TS
7700

7.7M

2.5M

0.45M

1420KG

12

250HP

FROM
175HP

1600KG

ULTYPE

22degree

210L

Model TS
7200

7.2M

2.5M

0.45M

1300KG

12

200HP

FROM
150HP

1400KG

ULTYPE

22degree

210L
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Casco hull
HDPE fender
Bollard (in bow)
Lifting eyes

7500 - 8000 specifications

Length (meters)
Beam (meters)
Draft (meters)
Tube (meters)
Weight (kilogram)
Fuel tank

7.50 / 8.00m
2.45m
0.45m
0.20m dia
1.650kg
approx. 200l

Standard hull specifications:

Option package:
Outboard engine (s)
Anti-slide patches
Straps for securing inventory bags
Small / medium / large steering
console
Front seat on console
Polycarbonate window shield /
Safty Glass window
Extra handgrips
Jockeyseat 50 / 150-180mm
suspension Suspension seat
Leaning post
Benches / tables
Cabin
HVAC system
Navigation system
Communication system
Water system (toilet) Various deck
equipment Various anchor and
mooring equipment (line)
Professional electrical installation
IP67Manual/ electrical bilge pump
Fuel tank capacity

Professional electrical installation
IP67Manual/ electrical bilge pump
Fuel tank capacity

HDPEWorkboats Landingcraft TS

Engines
Alunautic can supply in - and outboard engines and parts
of the following manufacturers:

•  Mercury
•  Yanmar
•  Steyr
•  Volvo
•  Marine Diesel
•  Bukh
•  Yamaha

We can advise on the best possible engine for your
application. If you are looking for the right package for
your purpose, contact us for advice. Most conventional
parts are in stock or in stock at our suppliers.
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Professional Offshore Accessoiries
EO Workboats bv has developed a state of the art
accessoiries range for their professional offshore
patrol and rescue boats.

The accessoiries have proven theirselves by the
intensive use and testing in the boat brands
Blue-Spirit, Alunautic and FibreShark.

At EO Workboats bv we would like to share our
experience and made our exclusive accessoiries range
available for public.

The accessoiries have proven theirselves by the
intensive use and testing in the boat brands
Blue-Spirit, Alunautic and FibreShark.

At EO Workboats bv we would like to share our
experience and made our exclusive accessoiries range
available for public.

Professional Offshore Accessoiries
• Jockeyseats
• Leaning posts
• Steering consoles
• T-Tops
• Rollbars

home
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50-60 mm suspended jockeyseat 150 mm suspended jockeyseat
New in our accessoiries range is the extra
suspended jockeyseat. With adjustable gas
suspension from the well known brand ‘Hyperpro’.
Famous for their use in racing and other high end
applications.

The pdf or autocad drawing is available for
measurements or to integrate our jockeyseat in
your design.

Base of the seat is made with vacuum in jection
to reduce weight and is available in any colour.

The pdf or autocad drawing is available for
measurements or to integrate our jockeyseat in
your design.

Optional gas adjustable suspension
Optional adapter for 10 cm height elevation
Optional rail sliding system for jockey seat
mounting.

The standard jockeyseat has a
suspension of approximately 50 till 60
mm. The jockeyseat has proven itself
since the beginning of the Alunautic
boats.

Jockeyseats

suspension from the well known brand ‘Hyperpro’.
Famous for their use in racing and other high end
applications.

mm. The jockeyseat haas proven itself
since the beginning of tthe Alunautic
boats.

The pdf or autocad drawing is available for
measurements or to integrate our jockeyseat in
your design.

Aluminium leaning posts
This aluminium leaning post is available in custom
dimensions as requested. The aluminium frame is
standard painted in a black colour, custom colours
on request.

Alm lng

Aluminium leaning posts
The pdf or autocad drawing is available for
measurements or to integrate our aluminium
leaning post in your design.

The pdf or autocad drawing is available for
measurements or to integrate our aluminium
leaning post in your design.

Aluminium leaning postAluminium leaning post

standard painted in a black colour, custom colours
on request.

The pdf or autocad drawing is available for
measurements or to integrate our aluminium
leaning post in your design.
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GRP steering console small
This GRP steering console can be used for all boats.
The l x b x h dimensions of the console are 1050 x
950 x 1600 mm.

GRP steering console with engine box GRP steering console with toilet
This GRP steering console can be used for all
boats, optional with toilet under the seat. The l x b
x h dimensions of the console are: 1295 x 1120 x
1600 mm.

GRP steering console wide with door
This GRP steering console can be used for all boats.
The l x b x h dimensions of the console are 1125 x
1120 x 1600 mm.

All GRP consoles are standard made by the hand
lay-up process. On request with vacuum in jection
and divinycel l core. Colour on request .

This GRP steering console can be used for all boats.
The l x b x h dimensions of the console are 1295 x
950 x 1600 mm.

All GRP consoles are standard made by the hand
lay-up process. On request with vacuum in jection
and divinycel l core. Colour on request .

GRP steering consolesGRP steering consoles

Aluminium steering console small
This aluminium steering console can be used on
all boats. The l x b x h dimensions of the console
are 570 x 1000 x 1130 mm.

Aluminium steering console extra wide
This aluminium steering console can be used on
all boats. The l x b x h dimensions of the console
are 680 x 1250 x 1545 mm.

This steering console will be standard
delivered with aluminium look , painted on
request .

This steering console will be standard
delivered with aluminium look , painted on
request .

Aluminium steering consoleAluminium steering console
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T-Top with canvas roof
Aluminium T-Top with canvas roof. Frame standard
delivered in black paint, custom
colour on request. Canvas colour on request.
The pdf or autocad drawing is available for
standard dimensions or to integrate our T-Top
in your design.

T-Top with GRP roof
Aluminium T-Top with GRP or aluminium roof.
Frame standard delivered in black paint,
custom colour on request . GRP / aluminium
colour on request.

The pdf or autocad drawing is available for
standard dimensions or to integrate our T-Top
in your design.

Aluminium T-Tops Aluminium rollbars

Aluminium rollbar small
Available in aluminium or
painted. 2D pdf and autocad
drawings available.

Aluminium rollbar large
Available in aluminium or
painted. 2D pdf and autocad
drawings available.

Selfrighting rollbar
This aluminium rollbar is
equipped with a selfrighting
sytem made of a hypalon bag
with CO2 filling system. The
bag volume varies per boat
type.

Aluminium rollbars
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HDPE Partners:

W
World Wide Distribution Factory

Steurgat 32 4251 NG ERKENDAM - The Netherlands - Tel: +311 8369 1010 - Email: info@eurooffshore.nl -
www.HDPE-Workboats.com
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